PAK- MACHINE TOOLS
CNC TURNING CENTRE

" MACHINE’S FEATURES

Slant bed

Accepts large part programs

High speed machining
Stondard G & M Code

pregrammirg

Enclosure & chip conveyor

Hydraulic power chuck
# Set of soft jaws

Graphics dry run
= Auto lubrication system

User friendly programming
® Coolant system

AC Servo motors
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EAPACIT‘I’ FEED RATE DIMENSIONS & WEIGHT

Swing Over Bed - @380 mm Cutting feed rate : 1-1000 mm/min  Dimensions (LxWxH)
Swing Over Cross slide  : @250 mm Rapid traverses, X/Z-axis : 10 m/min 2250X1350X1600 mm
Max. Turning . @200 mm System resolution : 0,001 mm Weight - 4000 Kg
Max. Centre Distance @ 450 mm
Max. Turning length - 375 mm LBl OPTIONAL EQUIPMENT:

Gl : E48mm - Hordened & ground jows
SPINDLE Giuill bore faper : MT4 - Tool holders

Quill frovel : 100mm - Air conditioner for electric panel
Chuck size : 210mm Tail steck frovel - 280mm - Chip Conveyor with tralley
Spindle speed max. : 4000 rpm - Adup’re:r Sleeve
Spindle nose : AZ-6 MOTORS - Work light
Spindle through hole : @62 mm Shadle Nt 1 1Kw CNC CONTROLLER
Spindle {front) : ©100 mm Serve motar AY : 1/1.5 Kw :

CEelant potas niohr : 0.1 1 K - G5K 980 T, China [Stendard)

, e - Centroid T - 400, USA (Opticnal)

TODL WRRET H'fdr':lullc pump motor = '] 5 KW = P.-éi BDDD, GErm':ll"'l'!f' {Dpllﬂnﬂl:‘
Mumber of focls S
Tool size F25x25 mm ELECTRICAL DATA TRAVERSES
Baoring bar size : 32mm - Main Supply: 3 Phaose, ¥-Auis Travel < 1890mm

Index fime (focl to tecl]  : 0.25 see 380w = 5%, 50Hz Z-Axis Travel : 400mm



PAK- MACHINE TOOLS
CNC LATHE

Economical Solution (For Industries & Technical Institutes)

FEATURES

= A C servo motors
= High speed machining

= Graphic dry run

» Standard G & M Codes

= User friendly programming
® Back lash free ball screws
= Hardened & ground bed ways

TOOLS & ACCESSORIES

= 4-pos servo Tool post
i = 3-jaw chuck

. = Coolant system

= Lubrication system

= Machine Enclosure

- = Service tool kit

= Operation Manual

= Programming Manual
= Teil Stock Manual

SPECIFICATIONS

Swing Over Bed : 2 365 mm
Swing Over Cross slide. : 2 200mm
Distance Betwzen Centres 700 mm
H-Auxis Travel : 150mm
Z-Axis Travel : 600 mm
Axis maox feed rate - 5 m/min
Axis rapid fraverse : 10 m/min
Spindle Mator with Inverter 1 5.5 Kw
Axes Motars, X-axis 4 Nm

Z- oxis : 6MNm
3-Jaw Chuck : & 200 mm
EQUIPMENT AT EXTRA COST

Spindle Nose

Spindle Taper

Auto Tool post, Tool size
Tail stock Taper
Spindle Bore

Spindle Speed
hachine Resclution
Tail stock barre! dia.
Tail stock barrel fravel
Machine Size mm
Machine Weight (Nef)

:Al-5

: MT5S

s 2525

s MT4

@35 mm

: 0-3000 rpm
0007 mm

s 48 mm

110 mm

S 1B42xB12%1 576
: 850 Kgs. approx.

- Additional work station with CAD;"CMJ\ Software

- Set of Cutting Tools
- Work Light
- Dead Centre

- Taper Sleave

CNC CONTROLLER

- GSK 980 T Ind. Control

- 4 Jaw Chuck

- Face plate with slots
- Face plate with holes
- Revolving Centre

- Steady Rest

ELECTRICAL DATA

Main Supply

: 3 Phase, 380v £ 5%, 50Hz









